HORIZONTAL HANDLE CLAMPS

These are the smallest of the solid bar horizontal handle
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toggle clamps and are most useful for use with sheet «— F —b]

metals, circuit boards or anywhere where light weight

materials or work production is required. The handle of this e |

model has been lengthened for increased leverage and i D L

gripping. These parts are available in straight and flanged |

base versions and right or left side only base option. The (G = Y *

stainless steel models are supplied with as stainless steel > ! E G

hex head spindle. FE ‘

) A
Spindle supplied: 832203 (nylon version) !
832203-2SM (stainless steel)

Holding capacity: 60 Ibs. Maximum

Movements: Handle 70°, Bar 90°

Weight: .06 lbs ﬁ Vinyl Grip
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SERIES AHH150
P/N TYPE A A1 B C C1 D D1 E F G H J-SLOT
AHH150 S, FB .75 2.83 41 44 .63 .63 .96 .96 .87 17 x .26
AHH150-2S S, FB, 28 .75 = 2.83 41 = 44 .63 .63 .96 .96 .87 17 x .26
AHH151-B S, SB - .90 2.83 - .55 44 .63 - .96 - .87 17 x.26
AHH151-B2S| S, SB, 2S - .90 2.83 - .55 44 .63 .96 .87 17 x.26
AHH154-LE S, FB, LB .75 = 2.83 41 = .44 .63 .96 .87 17 x .26
AHH155-R S, FB, RB .75 2.83 41 .44 .63 .96 .87 17 x .26
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These are the smallest of the U bar horizontal handle toggle F —»
clamps. They are most useful when used with sheet metals,
circuit boards or anywhere where light weight materials or D1
work production is required. The handle of this model has J
|

been lengthened for increased leverage and gripping.
These parts are available in straight and flanged base
versions and right or left side only base option. The stainless
steel models are supplied with a stainless steel hex head
spindle.

HORIZONTAL HANDLE CLAMPS
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Spindle supplied: 832203 (nylon version)
832203-2SM (stainless steel)
Holding capacity: 60 Ibs. Maximum
Movements: Handle 70°, Bar 90° Vinyl Grip
Weight: .06 Ibs
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SERIES AHH250
P/N TYPE A A1l B C C1 D D1 E F G H J-SLOT
AHH250 U, FB .75 = 2.72 .31 = 44 .63 .63 .96 .96 .75 17 x .26
AHH250-2S U, FB, 28 .75 = 272 .31 = 44 .63 .63 .96 .96 .75 17 x .26
AHH251-B U, SB - .90 2.72 - .48 44 .63 - .96 - .75 17 x.26
AHH251-B2S U, SB, 2S - .90 2.72 - .48 44 .63 - .96 - .75 17 x.26
AHH254-LE U, FB, LB .75 = 2,72 .31 = 44 .63 = .96 = .75 17 x .26
AHH255-R U, FB, RB .75 = 2.72 .31 = 44 .63 = .96 = .75 17 x .26
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HORIZONTAL HANDLE CLAMPS

These models are offered in four different standard sizes.
They are intended to provide more hand clearance when the
clamps are in the full open position. Each model is equipped
with an embossed handle grip. Stainless steel models are
supplied with stainless spindles.

Spindle supplied:
AHH300 & AHH301-B - 508208 (steel

AHH400 & AHH401-B - 420208
AHH500 & AHH501-B - 518208

(
(

)
steel)
steel)

AHHG600 & AHH601-B - 316208 (steel)
AHH300-2S & AHH301-B2S - 508203-2S (stainless)
AHH400-2S & AHH401-B2S - 420136-2S (stainless)
AHH500-2S & AHH501-B2S - 518205-2S (stainless)
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Movements: Handle 55°, Bar 96°
[T[Th
o
A 4‘]1 A A1
b
AHH301-B s 1
‘/_AHH401 -B AHH300—/ % *%
AHH501-B AHH400 L
——H ——> AHH601-B AHH500 | E
B -l AHH600
SERIES AHH300, AHH400, AHH500, AHH600

HOLDING
P/N TYPE A A1 B C Ci D E F G H J-SLOT K N CAPACITY
AHH300 U, FB 1.40 465 | .73 53 | 69 | 1.00 | 1.06 | 1.71 | 17x.20 | 1.08 | 10-32 | 150lbs
AHH3000-2S U FB,2S |[1.40| - | 465 | .73 - | 53| 69 | 1.00 | 1.06 | 1.71 | .17x.20 | 1.08 | 10-32 | 150lhs
AHH301-B U, SB - 1152|465 | - 83 | 53| .16 | 100 | - |[1.71| 17x.20 | 1.08 | 10-32 |150lbs
AHH301-B2S U, SB, 2S - 1152 465 | - 83 | 53| .16 | 100 | - |[1.71| 17x.20 | 1.08 | 10-32 | 150lbs
AHH400 U, FB 194 - [680| 94 | - [1.02]1.10| 1.47 | 1.52 | 243 | .22x.33 | 1.57 | 1/4-20 | 2001hs
AHH400-2S UFB,2S [194| - |6.80| .94 | - |1.02|1.10| 1.47 | 1.52 | 243 | .22x.33 | 1.57 | 1/4-20 | 2001bs
AHH401-B U, SB - |218[680| - |[1.18[1.02] 20 | 147 | - |243| .22x.33 | 1.57 | 1/4-20 | 2001Ibs
AHH401-B2S U, SB, 2S - /218|680 | - |[1.18[1.02] .20 | 1.47 | - |243| .22x.33 | 1.57 | 1/4-20 | 2001Ibs
AHH500 U, FB 243 - [812]1384| - [1.02]1.22| 157 [ 1.72|265| 26x.36 | 1.30 | 5/16-18 | 5001hs
AHH500-2S UFB,2S [243| - [812|184| - |1.02|122| 157 | 1.72 | 265 | .26x.36 | 1.30 | 5/16-18 | 500Ihs
AHH501-B U, SB - |263|812| - |[154[1.02] 25 | 157 | - |265| .26x.36 | 1.30 | 5/16-18 |500lhs
AHH501-B2S U, SB, 2S - 263|812 - |[154[1.02]| 25 | 157 | - |265| .26x.36 | 1.30 | 5/16-18 | 500lhs
AHH600 U, FB 318| - [1150|1.75 | - |1.61|1.69| 2.24 | 228 | 406 | .31x.39 | 2.76 | 3/8-16 | 1501bs
AHH601-B U, SB - 138521150 - |211[161] 31 | 224 | - |406| 31x.39 | 2.76 | 3/8-16 |T750Ibs
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anerican.

This low profile, medium duty horizontal clamp has two
different bar styles, adjustable and fixed. The solid bar
version is equipped with a bolt retainer. A red vinyl handle
grip is supplied for handle comfort. These parts are available
in straight and flanged base versions. The stainless steel
models are provided with stainless steel hex head spindle

assemblies.
Spindle supplied: 420208 (steel)

420136-2S (stainless steel)
Holding capacity: 200 lbs. Maximum
Movements: Handle 60°, Bar 90°
Weight: .28 Ibs
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SERIES AHH350, AHH350-S

P/N TYPE A Al B C C1 D D1 E F G H J-SLOT K
AHH350 U, FB 1.50 = 5.50 1.00 = 1.00 | 1.06 .87 1.44 1.41 2.22 .20 x .24 1.22
AHH350-2S U, FB, 2S 1.50 = 5.50 1.00 = 1.00 | 1.06 .87 1.44 1.41 22202 .20 x .24 1.22
AHH351-B U, SB - 1.70 | 5.50 - 1.20 | 1.00 | 1.06 16 1.44 - 2.22 .20 x .24 1.22
AHH351-B2S U, SB, 2S - 1.70 | 5.50 - 1.20 | 1.00 | 1.06 .16 1.44 - 2.22 .20 x .24 1.22

AHH350-S S, FB 1.50 = 5.50 1.00 = 1.00 | 1.06 .87 1.44 1.41 22.202) .20 x .24 =

AHH351-SB S, SB = 1.70 | 5.50 = 1.20 | 1.00 | 1.06 .16 1.44 = 2.22 .20 x .24
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HORIZONTAL HANDLE CLAMPS

These low profile horizontal clamps are similar to model

AHH350, except with stronger hold down capacity. Their

base is specifically designed for great rigidity.

Spindle supplied:

Holding capacity:

Movements:

518208 (steel)
518205-2S (stainless steel)
529 Ibs. Maximum

Handle 60°, Bar 90°

Bushing and
0 Workholding Solutions

anerican.

T M L “AHHs1B e E
SERIES AHH450

P/N TYPE A Al B C Ci1 D E F G H J K N
AHH450 U, FB 1.91 6.83 | 1.37 1.00 | .87 | 152 | 1.37 | 285 | .26 | 1.34 | 5/16-18
AHH450-2S UFB2S | 191 | - | 683 | 1.37 - | 100 | 87 | 152 | 137 | 285 | 26 | 1.34 | 5/16-18
AHH451-B U, SB - | 216 | 683 - 1.63 | 1.00 | .25 | 1.52 - 2.85 | .26 | 1.34 | 5/16-18
AHH451-B2S U, SB, 28 216 | 6.83 1.63 | 1.00 | .25 | 152 2.85 | .26 | 1.34 | 5/16-18

This low profile horizontal clamp is similar to model RELEASE"@@K@

AHHA450 but has the addition of a release lock to hold the
clamp in place. Their base is specifically designed for great

rigidity.

Spindle supplied:
Holding capacity:

Movements:

f

518208
529 Ibs. Maximum
Handle 60°, Bar 90°
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SERIES AHH450-RL

P/N

TYPE
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N

AHHA450-RL

U, FB, RL
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1.00
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1.34

5/16-18
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This is a heavy version of the low profile series of horizontal
clamps. They feature an exceptionally long reach of over
three inches. These models are available in straight and
flanged base versions.

Spindle supplied: 316208
Holding capacity: 750 lbs. Maximum
Movements: Handle 65°, Bar 93°
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SERIES AHH550

P/N TYPE A A1l B C C1 D E F G H J K N
AHH550 U, FB 2.50 = 10.43 | 1.75 - 1.62 | 1.62 2.25 2.25 4.25 .33 2.15 3/8-16
AHH551-B U, SB = 3.06 | 10.43 = 2.8 1.62 .31 2.25 = 4.25 .33 2.15 3/8-16
AHH551-BN U, SB - 3.09 | 10.43 - 2.33 | 1.62 .31 2.25 - 4.25 .33 2.15 3/8-16
This clamp is similar to model AHH550 but has the s
RELEASE-aCOGK

addition of a release lock to hold the clamp in place.

Spindle supplied: 316208
Holding capacity: 750 lbs. Maximum
Movements: Handle 65°, Bar 93°

SERIES AHH550-RL

P/N TYPE A B C D E F G H J K N

AHH550-RL U, FB, RL 250 | 10.43 1.75 1.62 1.62 2.25 2.25 4.25 .33 2.15 3/8-16
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