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This clamp is most commonly used for the closing and
sealing of lids or covers on both stationary and rotating
vessels, drums and pressure containers. The pull bar is
threaded for easy adjustment up to 5/16” for maximum pull.
An embossed handle grip is provided for handle comfort.

LATCH TYPE PULL ACTION CLAMPS

Holding capacity: 242 |bs. Maximum on APA50
375 lbs. Maximum on APA250
375 lbs. Maximum on APA251-B
750 lbs. Maximum on APA270
990 Ibs. Maximum on APA350
Drawing movement: 2.76" on APA50
4.00" on APA250
4.00" on APA251-B
5.37" on APA270
6.13" on APA350
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BASE APA270
SERIES APA50, APA250, APA270, APA350
P/N TYPE A B C D E F G J K M N Q-MIN Q-MAX
APA50 PA .94 6.31 .57 .50 1.22 [ 1.02 | 1.65 | .20x.35 .31 1/4-20 .23 1.60 1.85
APA50-2S PA, 2S .94 6.31 .57 .50 1.22 [ 1.02 | 1.65 | .20x.35 .31 1/4-20 .23 1.60 1.85
APA250 PA 1.39 9.72 .79 .75 1.38 | 1.54 | 1.97 .20 37 5/16-18 .31 2.05 2.36
APA250-2S PA, 2S5 1.39 9.72 .79 .75 1.38 | 1.54 | 1.97 .20 37 5/16-18 .31 2.05 2.36
APA251-B PA 1.46 9.72 1.50 .75 - 1.97 | .58 .20 37 5/16-18 .31 1.57 1.88
APA251-B2S PA, 2S 1.46 9.72 1.50 .75 - 1.97 | .58 .20 37 5/16-18 .31 1.57 1.88
APA270 PA 223 | 1283 | 1.42 | 1.26 | 1.94 | 1.97 | 2.65 .34 .50 3/8-16 .37 2.84 3.53
APA350 PA 2.69 | 1496 | 1.81 1.12 | 2.36 | 2.13 | 3.39 41 .63 1/2-13 .50 2.35 3.10
120002 HOOK ONLY FOR APA50 - - - - -
120002-2S HOOK ONLY FOR APA50-2S
518002 HOOK ONLY FOR APA250 & APA251-B
518002-2S HOOK ONLY FOR APA250-2S & APA251-B2S
316002 HOOK ONLY FOR APA270
113002 HOOK ONLY FOR APA350

* - See accessories section for information on optional and supplied parts.
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